
Coat Stand KA612

Parts Included

Attention
   The steel pipe may be sharp, take care when handling.

   Check all parts are included before beginning construction.
   Please be sure to assemble in the correct order in accordance with the instructions

Read the instructions carefully before constructing and using the product

Middle frame pipesUnder frame Upper frame pipes Foot frames

Plastic plugsHangers Net layers ConnectorsPlugs

Long screwsFootstands Hanger balls Short screwsWrench
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Thank you for your purchase, we hope you enjoy your product. If so please let other buyers 
know what you think by leaving 5 star feedback.

In the unlikely event of a problem please contact our customer service from the purchase 
website, we are on hand to help solve the issue in a matter of hours.

hometreatsuk.com -Email: service@hometreatsuk.com •Phone: 0161 250 9393
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Construction Instructions

Install left foot frame to the net layers using the long screws.

Install left and right foot frames to the net layers using 
the long screws. Tighten the screws.
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Insert middle frame pipes to the foot frames using the 
short screws. Tighten the screws.

Insert the upper frame pipes to the middle
frame pipes and install the hangers to the frame pipes 

using the long screws then tighten the srews.
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Install the under frame using the connectors.

Push hanger balls ont
Complet
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Install the under frame using the connectors.
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Production Ref: Y016


